Furrions portable folding solar panel kit is designed to provide complete solar charging for your RV or Trailer 12V battery. Furrions folding panel is fitted with the newest technology of high efficiency polycrystalline solar cells and a 10 amp battery charge controller.

- Super efficient polycrystalline solar technology
- Simple fold out and connect assembly, takes under 3 minutes!
- Easy to carry and store
### Dimensions

**Master Carton Dimensions**
- Closed: 21.26" x 26.77" x 2.95"
- Open: 42.91" x 26.77" x 1.38"

### Packaging

**Packaging type**
- Master Carton Box

**Quantity per box**
- 1

**Master Carton Dimensions**
- 29.92" x 4.33 x 24.41"

**Master Carton Gross Weight (kg)**
- 13.0kg

**Master Carton Net Weight (kg)**
- 11.0kg

### Specification

**Construction**
- Poly Crystalline

**Peak Power**
- 95W

**Net Weight**
- 11KG

**Max Power Voltage**
- 17.6V

**Max Power Current**
- 5.11A

**Open circuit Voltage**
- 21.50W

**Max Current**
- 10A

**Regulator**
- PWM

**Short circuit Current**
- 5.31A

**Tolerance**
- ±5%

**Max System Voltage**
- 1000V

**Frame**
- Aluminium

**Cable length**
- 25ft

**Operating temp.**
- -10°C to +85°C

**Std.test conditions**
- AM1.5 100W/m² 25°C

**Certification**
- CE

**Certification**
- CE

**Dimensions**
- Closed: 21.26" x 26.77" x 2.95"
- Open: 42.91" x 26.77" x 1.38"

**Construction**
- Poly Crystalline

**Peak Power**
- 95W

**Net Weight**
- 11KG

**Max Power Voltage**
- 17.6V

**Max Power Current**
- 5.11A

**Open circuit Voltage**
- 21.50W

**Max Current**
- 10A

**Regulator**
- PWM

**Short circuit Current**
- 5.31A

**Tolerance**
- ±5%

**Max System Voltage**
- 1000V

**Frame**
- Aluminium

**Cable length**
- 25ft

**Operating temp.**
- -10°C to +85°C

**Std.test conditions**
- AM1.5 100W/m² 25°C

**Certification**
- CE